2010

Technological challenges of 1-dimensional magnetic photonic crystals

Mikhail Vasiliev  
*Edith Cowan University*, m.vasiliev@ecu.edu.au

Kamal Alameh  
*Edith Cowan University*, k.alameh@ecu.edu.au

Dmitry E. Balabanov  
*Moscow Institute of Physics and Technology*

Vladimir I. Burkov  
*Moscow Institute of Physics and Technology*

V. V. Koledov  
*Institute of Radio Engineering and Electronics*

See next page for additional authors

Follow this and additional works at: [https://ro.ecu.edu.au/ecuworks](https://ro.ecu.edu.au/ecuworks)

Part of the Electromagnetics and Photonics Commons, and the Nanotechnology Fabrication Commons


This Conference Proceeding is posted at Research Online.  
Authors
Mikhail Vasiliev, Kamal Alameh, Dmitry E. Balabanov, Vladimir I. Burkov, V. V. Koledov, Viacheslav A. Kotov, V. G. Shavrov, and Anatoly K. Zvezdin

This conference proceeding is available at Research Online: https://ro.ecu.edu.au/ecuworks/6667
Technological challenges of 1-Dimensional magnetic photonic crystals

Vasiliev¹ M., Alameh¹ K., Balabanov² D. E., Burkov² V. I., Koledov³ V. V., Kotov³ V. A., Shavrov³ V. G.³, Zvezdin⁴ A. K.

¹Electron Science Research Institute, Edith Cowan University, Joondalup, WA, 6027, Australia
²Moscow Institute of Physics and Technology, Dolgoprudny, 141700, Russia
³V.A. Kotel’nikov Institute of Radio Engineering and Electronics, RAS, 11 Mohovaya St, Moscow, 125009, Russia
⁴A.M. Prokhorov General Physics Institute of RAS, Moscow, 119991, Russia

Abstract-

Visible-region magnetic photonic crystals (MPC) designed for higher-order bandgap operation have been proposed to overcome the technological restrictions originating from the strong thickness dependency of the individual magnetic layer properties observed in MPC structures.

Various theoretical approaches to the design of different magnetic photonic crystals with excellent optical and magneto-optical (MO) characteristics for discrete and integrated magneto-optics have been reported recently. Fabricated 1D-MPC samples often exhibit significantly lower transmittance and Faraday rotation at the design wavelength (especially in the visible spectral range), due to physical and technological obstacles such as the high absorption of RF-sputtered Bi-iron garnet films, destructive magneto-optical interference in MPCs with high resonator quality, or due to the technological problems related to the manufacturing repeatability of the optical and magnetic properties in multiple ultra-thin garnet layers[1-3].

Our research group has achieved a significant progress in improving the magneto-optical quality of RF-sputtered iron-garnet films of composition (BiDy)₃(FeGa)₅O₁₂[2]. However, the transmission electron microscopy study of ultra-thin layer cross-sections of such films has demonstrated that significant thickness-dependent effects (and therefore variations in the observed properties) can be expected in very thin (< 200 nm) nanocrystalline RF-sputtered garnet layers [2,3].

Based on the computer modeling of (NM)ₓ(MN)ₓ MPC structures (N/M are nonmagnetic/magnetic layers) designed for 633 nm operation at higher-order bandgaps, so that the thicknesses of N and M are h=λ/(4n) (X- curve), h=3λ/(4n) (△- curve), we show that using thicker individual layers (h=7λ/(4n)) results simultaneously in reducing the non-uniformity in layer thicknesses and their magnetic properties, and also leads to improving the MO performance of MPCs, as shown in Fig. 1. In addition to improving the uniformity of the thickness and the thickness-dependent properties of the magnetic layers (due to the much larger thicknesses of the individual layers in comparison with the typical size of a single nanocrystallite), reducing the total number of layers used provides additional technological benefits. The parameter T× , where T is the transmittance of the MPC at the design wavelength and is the Faraday rotation angle at the same wavelength is found to be quite useful for comparing the efficiencies of different MPC designs.

The work was supported by RFBR grant 09-02-90437-Ukr_f_ and 09-02-92671-IND_ .

